
EfficiEntly rEmovEs 
hEat and moisturE from  

your roof spacE.

The Spinaway 300 is constructed 
from high grade aluminium with a 
dual heavy duty bearing system and 
stainless steel shaft. It is suitable for 
installing on almost any type of roof 
with a pitch of up to 45°. 

This product is supported by a 15 year warranty. For warranty terms  
and conditions, please call 0800 257 964 or visit www.alsynite.co.nz
Spinaway® is a Registered Trademark of Alsynite NZ Ltd. 

hoW doEs thE  
spinaWay 300 WorK?

rEcommEndEd Quantity

90 - 110m2 House
= 1 Spinaway 300 Vent

160 - 180m2 House
= 2 Spinaway 300 Vents

220 - 270m2 House
= 3 Spinaway 300 Vents

Install the Spinaway 300 on the rear section of your roof.

For ventilation in your roof space to 
be effective, it is essential that there is 
access to fresh external air. This can be 
achieved by installing at least four under 
eave vents for each vent installed.

www.alsynite.co.nz

rEsidEntial vEntilator
300mm

WintEr
The Spinaway expels the moisture in the 
roof space. Without the Spinaway, the 
moisture would be trapped in the roof 
space causing mildew, mould and damp 
insulation. 

summEr
The Spinaway expels heat from the roof 
space. Without the Spinaway, the heat in 
the roof space passes through the ceiling 
and into the house.

 powder coating available
 tested against rain leakage 
 tested against high winds
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